
Tyyppi Tuotenimi Pituus Leveys Korkeus

EUROPROOF 2 T8

ERP2136ACLJ EUROPROOF2 IP65 T8 1X36W AC 1283 111 110
ERP2158ACLJ EUROPROOF2 IP65 T8 1X58W AC 1583 111 110
ERP2236ACLJ EUROPROOF2 IP65 T8 2X36W AC 1283 168 110
ERP2258ACLJ EUROPROOF2 IP65 T8 2X58W AC 1583 168 110
EUROPROOF 2 T8  HF

ERP2136HFACLJ EUROPROOF2 IP65 T8 1X36HF AC 1283 111 110
ERP2158HFACLJ EUROPROOF2 IP65 T8 1X58HF AC 1583 111 110
ERP2236HFACLJ EUROPROOF2 IP65 T8 2X36HF AC 1283 168 110
ERP2258HFACLJ EUROPROOF2 IP65 T8 2X58HF AC 1583 168 110
EUROPROOF 2 T8  HFA 1-10V

ERP2136ACLJHFA EUROPROOF2 IP65 T8 1X36HFA AC 1283 111 110
ERP2158ACLJHFA EUROPROOF2 IP65 T8 1X58HFA AC 1583 111 110
ERP2236ACLJHFA EUROPROOF2 IP65 T8 2X36HFA AC 1283 168 110
ERP2258ACLJHFA EUROPROOF2 IP65 T8 2X58HFA AC 1583 168 110
EUROPROOF 2 T5

ERP2149ACLJ EUROPROOF2 IP65 T5 1X49W AC 1583 111 110
ERP2228ACLJ EUROPROOF2 IP65 T5 2X28W AC 1283 168 110
ERP2249ACLJ EUROPROOF2 IP65 T5 2X49W AC 1583 168 110

Europroof  T8 ja T5 mittakuva

D = 36W 660 mm, 58W 900 mm

L = 36W 1283 mm, 58W 1583 mm

L = 28W 1283 mm, 49W 1583 mm

D = 28W 660 mm, 49W 900 mm

Europroof T8 ja T5 päätymitat


