
Data is subject to change without notice. More information at: www.mstechnology.pl   I   Date: 21.02.2018
All rights are reserved to Magnetic Systems Technology Sp. z o.o. Sp. k.  Reproduction in whole or in part is prohibited without the written consent of the copyright owner.

Magnetic Systems Technology Sp. z o.o. Sp. k.
Chrobrego 8, 11-400 Ketrzyn, Poland
www.mstechnology.pl

Basic ballasts for high pressure sodium and metal halide lamps 

 Product description          

• Impregnated electromagnetic ballasts
• Screw terminal blocks
• 

 
For use in combination with series ignitors

 
•

 

Winding temperature Tw = 140°C

 
 
 

230V 50Hz, copper windings, with thermal protection, EEI A2 class

Product name
Power

[W]
Lamps

Lamp
∆T
[°C]

Tw
[°C]

EEI
Dimensions [mm]

A1 A2 B1 C1 D1

BSN 70 K202-A2-TS 230V 50Hz BC1-118 70 SON/MH 0,98 55 140 A2 118 94 61 52 6,2

Ordering code current
Thermal

protection

yes

Weight
[kg]

Capacitor
[µF]

121,26
[A]

1010 109 30146

BSN 150 K202-A2-TS 230V 50Hz BC2-134 150 SON/MH 1,80 60 140 A2 134 113 76 65 6,2yes 182,241010 109 30346

BSN 100 K202-A2-TS 230V 50Hz BC1-123 100 SON/MH 1,20 60 140 A2 123 98 61 52 6,2yes 141,401010 109 30246

BSN 250 K202-A2-TS 230V 50Hz BC2-160 250 SON/MH 3,00 70 140 A2 160 139 76 65 6,2yes 323,251010 109 30446

BSN 400 K202-A2-TS 230V 50Hz BC3-166 400 SON/MH 4,45/4,60 80 140 A2 166 145 97 83 6,2yes 454,951010 109 30546
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