
2021.03.03

Valaisimen saa asentaa vain sähköalan 

ammattilainen. Käytä ainoastaan 

syöttöjännitettä ja taajuutta joka on 

merkitty liitäntälaitteeseen. Kytke virta 

pois päältä ennen asennusta tai huoltoa. 

Tämä asennusohje on säilytettävä ja sen on 

oltava käytössä asennuksessa ja huollossa. 

Valonlähdettä ei voi vaihtaa. Vaihda tilalle 

uusi valaisin, jos valonlähde rikkoutuu ( ).

Vi rekommenderar att installationen görs 

av en behörig elektriker. Använd endast 

driftspänning och frekvens som är märkt 

på förkopplingsdonet. Bryt av stömmen 

för installation eller service. Denna 

monteringsanvising bör sparas och finnas 

tillgänglig vid installation eller framtida 

service. Armaturens ljuskälla kan inte 

ersättas, vänligen byt till en ny armature om 

ljuskällan går sönder ( ). 

Only a professional electrician is allowed to 

do the installation. Use only rated voltage 

and frequency as marked in the driver. 

Switch off the current before installation or 

service. This mounting instruction must be 

kept available during installation and for 

future maintenance.The light source of this 

fixture cannot be replaced, please replace 

a whole new fixture if the light source is 

broken ( ).
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NRO KOODI/CODE

4362529 HighBay IP65 100W 13000lm 4K

4362530 HighBay IP65 151W 19500lm 4K

4362531 HighBay IP65 240W 34000lm 4K

4314310 HighBay kiinnityssanka 100W

4314311 HighBay kiinnityssanka 150/240

IP65 IK08
220–240 V ~ 50/60Hz
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Kytkettävä erillisessä rasiassa.
Inkoppling via separat dosa.

Connection in a separate terminal box.

220-240 VAC
50/60Hz
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Fix screws

Physical Dimensions(Unit: mm)
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