
TUOTEKORTTI

Tuotetiedot

Tuotekoodi VB02-0003 Sähkönumero 5207350 EAN-koodi

Tuotenimi OJA-Jatkoliitin 70

Tekniset tiedot

Nimellinen johdin poikkipinta-ala 70 mm²

Paino 49 g

  

Standardit

Materiaali/ Pinnoitus

Kiinnitys/ Kytkentä

Kuvaus

Mittakuva

Pakkaus

Pakkausmuoto  Kpl / Pakkaus  3  Paino [Kg]          0,14

Pituus [mm]       22 Leveys [mm]    90 Korkeus [mm]  120

6410052073503

-

Alumiini, ei pinnoitusta

Puristus

Pussi

OJA on puristettava Al-jatkoliitin.  Käytetään alumiinikaapeleiden jatkoliitoksissa. Liittimen asennuksessa käytetään 
testattuja ja hyväksyttyjä puristustyökaluja. OJA sopii myös PEX-kaapeleiden liittämiseen.
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PRODUCT CARD

Product data

Product code VB02-0003 STK-code 5207350 EAN-code

Product name OJA-splice connector 70

Technical data

Nominal cross section for cable 70 mm²

Weight 49 g

  

Standards

Material/ Coating

Mounting/ Connection

Description

Drawing

Package

Package           pcs/ package  3  Weight [Kg]   0,14

Length [mm]  22 Width [mm]  90 Height [mm]  120

6410052073503

-

Aluminium

Crimping

Bag

OJA splice connector is a crimping-type connector designed to be used extending aluminium cables. OJA connectors can 
be installed with tested and approved crimping tools. OJA is compatible with PEX cables.
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