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Johdin Kuorintapituus Klauke (EKM 60 ID-L)

Tuotenimi (mm2)  L (mm) Leuka nro Puristus lkm Leuka nro Puristus lkm Leuka nro Puristus lkm Leuka nro Puristus lkm Leuka nro Puristus lkm Puristus lkm

OJA 16 16 30 B11 4 U237 2 - - - - 13461 Brown 6 2

OJA 25 25 35 B13 4 U250 8 - - - - 13462 Green 6 2

OJA 35 35 35 B14,5 4 U250 8 35-50 6 16-400 6 13462 Black 6 2

OJA 50 50 40 B16 4 U252 8 35-50 6 16-400 6 13464 Tan 6 2

OJA 70 70 40 B20 4 U166 6 70-240 6 16-400 6 13464 Ruby 6 2

OJA 95 95 50 B22 4 U247 4 70-240 6 16-400 6 13465 White 8 4

OJA 120 120 50 B25 4 U249 4 70-240 6 16-400 6 13467 Blue 8 4

OJA 150 150 55 B25 4 U249 4 70-240 6 16-400 6 13467 Blue 8 4

OJA 185 185 55 B28 4 U251 6 70-240 6 16-400 6 - - 4

OJA 240 240 55 B30 4 U316 6 70-240 6 16-400 6 - - 4

OJA 300 300 60 B32 4 U317 6 70-240 6 16-400 6 - - -

Tuote/ Puristustiedot

Elpress

OJA 800 800 130 Elpress matriisipuristus / Matriisipidike: V1471 / Matriisi: W60M / Tuurna: W60D / (4) kpl puristusta

 

Asennus

Novopress HP 300Burndy Thomas & Betts TBM-8Novopress HPM 400

1. Puristus

2. Puristus

Al-jatkosholkki

Al-jatkoholkki OJA on puristettava jatkoliitin alumiinikaapeleille. Jatkoholkin asennuksessa käytetään tavanomaisia liittimien puristustyökaluja.

-Esimuokkaa sektorijohdin siirtoleukapihdeillä ennen eristyksen poistamista tai pyöristysleuoilla eristyksen poistamisen jälkeen
-Poista puristuksen jälkeen mahdolliset terävät särmät ja purseet
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Cable Stripping length Klauke (EKM 60 ID-L)

Product name (mm2)  L (mm) Die type No. of crimps Die type No. of crimps Die type No. of crimps Die type No. of crimps Die type No. of crimps No. of crimps

OJA 16 16 30 B11 4 U237 2 - - - - 13461 Brown 6 2

OJA 25 25 35 B13 4 U250 8 - - - - 13462 Green 6 2

OJA 35 35 35 B14,5 4 U250 8 35-50 6 16-400 6 13462 Black 6 2

OJA 50 50 40 B16 4 U252 8 35-50 6 16-400 6 13464 Tan 6 2

OJA 70 70 40 B20 4 U166 6 70-240 6 16-400 6 13464 Ruby 6 2

OJA 95 95 50 B22 4 U247 4 70-240 6 16-400 6 13465 White 8 4

OJA 120 120 50 B25 4 U249 4 70-240 6 16-400 6 13467 Blue 8 4

OJA 150 150 55 B25 4 U249 4 70-240 6 16-400 6 13467 Blue 8 4

OJA 185 185 55 B28 4 U251 6 70-240 6 16-400 6 - - 4

OJA 240 240 55 B30 4 U316 6 70-240 6 16-400 6 - - 4

OJA 300 300 60 B32 4 U317 6 70-240 6 16-400 6 - - -

 

Installation

Product/Crimping data
Elpress Burndy Novopress HP 300

OJA 800 800 130 Elpress matrix crimp/ Matrix holder: V1471/ Matrix: W60M/ Punch: W60D/ Total of 4 crimps

Thomas & Betts TBM-8Novopress HPM 400

1. Crimp

2. Crimp

Al splice connector

OJA splice connectors are designed to be used extending aluminium cables. Installation can be made with tested and approved crimping tools shown above. 

-Pre-round sector shaped cable before installation
-Remove any sharp burrs after crimping 
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