
BioShift UV-C 
Disinfection Chamber

24-0200 / 24-0201

1x

10x
UV-C Dose Indicator

Date:_____________________ Time:_____________________

Operator:________________________________________________

Location:

100 mJ/cm2

50 mJ/cm2

24-0200

1

1x

10x
UV-C Dose Indicator

Date:_____________________ Time:_____________________

Operator:________________________________________________

Location:

100 mJ/cm2

50 mJ/cm2

24-0201

762 mm

632 mm

753 mm

774 mm

1828 mm

1180 mm

1266 mm

510 mm
661 mm

Min. 400 mm

P1

5.0

T20

220V
240V UV-C

Max.
40 °C
Min.
5 °C

IP50
50Hz
60Hz
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768 mm

622 mm

762 mm

1829 mm

24-0200

24-0201

T20
9 Nm

1 2a

3 4

1 2

2b
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1

3

2(4x)
3

T20
1.6Nm

Open door(s)

START

DIRTY

01 :001

22

24-0201

Min. 5 cm

21

Min. 5 cm
Max. 66 kg

24-0200

3

Min. 5 cm

Min. 5 cm

Max. 80 kg

Max. 30 kg

Max. 30 kg

Max. 80 kg

30 7

Min. 14 AWG
3 x 1.5 mm2

Ø 4.3- 11.4 mm

PE

N

L
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3 4

START

CLEAN

01:00
START

DIRTY

01:00

1 2 1

2

UVC Dosimeter50 mJ/cm²

100 mJ/cm²
Date:

Location:
Time:Operator:

!

3

2

Hg

1

!

UV-C Dose Indicator

Date:_____________________ Time:_____________________

Operator:________________________________________________

Location:

100 mJ/cm2

50 mJ/cm2

c

a

b

d e

a

RESET LAMP

Lamp Replacement Info

cycles

Lamp Life Remaining

hours
1000 3000

100mJ/cm2 Dose Test

1000mJ/cm2 Dose Test

250mJ/cm2 Dose Test

UV-C Dose Indicator

Date:_____________________ Time:_____________________

Operator:________________________________________________

Location:

100 mJ/cm2

50 mJ/cm2

UV-C Dose Indicator

Date:_____________________ Time:_____________________

Operator:________________________________________________

Location:

100 mJ/cm2

50 mJ/cm2

1

2

START

DIRTY

01:00

!

STOP

TEST IN
PROGRESS

01:00

24-0200(x4)
24-0201(x18)

!

1

2

3

!

b
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1.6Nm

5.0

!

!

2

1(4x)

1.6Nm
5.0

T20

1.6Nm

24-020124-0200

1a

1b 2

The luminaire shall be installed by a quali�ed electrician and wired in accordance with
the latest IEE electrical regulations or the national requirements.
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